Monthly Safety Equipment Inspection Form


Fire Extinguisher Inspection
Date: ____________________  

Conducted By: _______________________

Each fire extinguisher shall be inspected for the following items:

· Access is not blocked;

· Adequate pressure (for dry chemical extinguishers, the pressure needle is in the green section);

· The locking pin and tamp seal are in place;

· The nozzle is in good condition (no signs of deterioration);

· The tank and hardware are in good condition (not dented or rusting);

· The instructions on the fire extinguisher are legible;

· The annual inspection tag is in place and current.

As you perform a facility walkthrough note any deficiencies below.

Deficiencies and/or Notes

	

	

	


( Check here if no deficiencies were noted.
Eyewash and Drenching Station Inspections
Date: ____________________  

Conducted By: _______________________
	
	#1
	#2
	#3
	#4 
	#5

	Ensure access is unobstructed. 
	
	
	
	
	

	Verify protective eyewash covers are properly positioned, clean, and intact. 
	
	
	
	
	

	Check that bowl and spouts are clean and free of trash. 
	
	
	
	
	

	Check that flow is effective and continuous by pressing the hand paddle. 

- Verify that protective eyewash covers come off when activated. 

- Check that water flows from both eyepieces. 

- Evaluate for adequate flow. The streams of water should cross. 

- Verify that flow continues until the paddle is moved to its resting position. 
	
	
	
	
	

	Check that water drains from the bowl. 
	
	
	
	
	


Place an “X” in appropriate box if condition is acceptable and an “O” and a description of the deficiency in the comments section if the condition is not acceptable.

Deficiencies and/or Notes

	

	

	


